
1 82.5 85.5 77.0 82.5 85.5 77.0
1.5 86.5 86.5 84.0 87.5 86.5 84.0
2 87.5 86.5 85.5 88.5 86.5 85.5
3 88.5 89.5 85.5 89.5 89.5 86.5
5 89.5 89.5 86.5 89.5 89.5 88.5

7.5 90.2 91.0 88.5 91.0 91.7 89.5
10 91.7 91.7 89.5 91.0 91.7 90.2
15 91.7 93.0 90.2 91.7 92.4 91.0
20 92.4 93.0 91.0 91.7 93.0 91.0
25 93.0 93.6 91.7 93.0 93.6 91.7
30 93.6 94.1 91.7 93.0 93.6 91.7
40 94.1 94.1 92.4 94.1 94.1 92.4
50 94.1 94.5 93.0 94.1 94.5 93.0
60 94.5 95.0 93.6 94.5 95.0 93.6
75 94.5 95.0 93.6 94.5 95.4 93.6

100 95.0 95.4 93.6 95.0 95.4 94.1
125 95.0 95.4 94.1 95.0 95.4 95.0
150 95.4 95.8 94.1 95.8 95.8 95.0
200 95.4 95.8 95.0 95.8 96.2 95.4
250 95.4 95.8 95.0 95.8 96.2 95.8
300 95.4 95.8 95.4 95.8 96.2 95.8
350 95.4 95.8 95.4 95.8 96.2 95.8
400 95.8 95.8 95.8 95.8 96.2 95.8
450 96.2 96.2 95.8 95.8 96.2 95.8
500 96.2 96.2 95.8 95.8 96.2 95.8

250 95.0 95.0 94.5 95.0 95.0 95.0
300 95.0 95.0 94.5 95.0 95.0 95.0
350 95.0 95.0 94.5 95.0 95.0 95.0
400 95.0 95.0 94.5 95.0 95.0 95.0
450 95.0 95.0 94.5 95.0 95.0 95.0
500 95.0 95.0 94.5 95.0 95.0 95.0

Table 1. Nominal Efficiencies for "NEMA Premium™" Induction Motors Rated 600 Volts or
Less (Random Wound)

HP 6-pole 4-pole 2-pole 6-pole 4-pole 2-pole

Table 2. Nominal Efficiencies for NEMA Premium™ Induction Motors Rated Medium Volts —
5kV or Less (Form Wound)

HP 6-pole 4-pole 2-pole 6-pole 4-pole 2-pole

Open Drip-Proof Totally Enclosed Fan-Cooled

Open Drip-Proof Totally Enclosed Fan-Cooled

The NEMA Premium™ efficiency electric motor program
scope is single-speed, polyphase, 1-500 horsepower, 2, 4,
and 6 pole, squirrel cage induction motors, NEMA Design A
or B, continuous rated. Products must meet or exceed the
nominal energy efficiency levels presented below:


